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SN5650-PMO-1200-
Oben hängender Schieber

Arbeitsfläche 1200 x 175 mm

Schieberbreite max. 1200 mm

Einbauhöhe 375 mm

Schieberkraft 2500 kN

Gusstoleranzgrad CT

nach DIN ISO 8062

Positionskontrolle:
Control of position:

Pos. 1

Schieber zusammengefahren
Cam is moved together

Pos. 2

Schieber ausgefahren
Cam is extended
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Sz = Eingriffslänge Aktivrückzug, 0° - 25° 
mit Vorbeschleunigung, 30° - 65° ohne Vor-
beschleunigung

(blau = Rohgussfläche)

Aerial cam unit

Working area

Cam unit width max.

Installation height

Cam force

Casting tolerance grade CT

according to DIN ISO 8062

(blue = raw casting area)

Sz = Engagement length of activ return, 0° - 
25° with pre-acceleration, 30° - 65° without 
pre-acceleration
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SN5650-PMO-1200-
Bauteile
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Ersatzteilstückliste je Schieber unter www.strack.de

Components

Sparepart lists under www.strack.de
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PowerMax Schieber  I   PowerMax cam units

SN5650-PMO-1200-
Kraftverteilung

W FS 
[kN]

FP 
[kN]

Fh1 
[kN]

FW 
[kN]

Fh2 
[kN]

h1 
[mm]

h2 
[mm]

FA 
[kN] 
Stan-
dard

FA 
[kN] 

00° 2500 2407 2560 2407 -60 190 50 78 138

05° 2500 2420 2365 2203 116 180 65 83 144

10° 2500 2433 2171 1999 291 170 80 89 149

15° 2500 2444 2001 1799 405 173 78 94 148

20° 2500 2454 1831 1599 518 175 75 100 147

25° 2500 2464 1680 1411 578 155 88 100 161

30° 2500 2473 1528 1223 637 135 100 100 175

35° 2500 2482 1390 1053 650 133 100 100 172

40° 2500 2490 1252 883 663 130 100 100 169

45° 2500 2498 1124 737 637 120 116 100 167

50° 2500 2506 996 591 611 110 132 100 164

55° 2500 2513 876 473 553 100 151 100 162

60° 2500 2520 755 355 495 90 170 100 159

65° 2500 2517 659 251 397 90 170 100 157

W = Schieberwinkel
FP = P-Presse
FW = W-Werkzeug
FS = S-Schieberkraft
FA = A-Abstreifkraft
Fh1 = h1-Abschulterung oben
Fh2 = h2-Abschulterung unten

Force Distribution

W = Cam Angle
FP = P-Press
FW = W-Tool
FS = S-Cam Force
FA = A-Retractility
Fh1 = h1-Shouldering above
Fh2 = h2-Shouldering below
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SN5650-PMO-1200-
Schieberkräfte

Abschulterung Passfeder

Cam Force

Shouldering Fitting Key
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PowerMax Schieber  I   PowerMax cam units

SN5650-PMO-1200-
Schieberkräfte

Abschulterung

Cam Force

Shouldering

Passfeder

Fitting Key




